
ELECTRODE SIZES APPRCIX. AMP. STTTIHG

1/8 (3.2mm) 100-140

5/32 (4.0mm) 140-160

60 HCR
FEATURES:

An extra high chromium wear facing alloy that produces the ultimate in chromium carbide formations in an austenitic
matrix that our wears conventional electrodes in this category. The uniformaly extruded coating and special core wire
assures low temperature fusion with a minimum dilution to the base metal. Welds take a high polish and maintain their
hardness up to 650 C. Use ZIETA 30 for a base when heavy build-ups are required.

For use wear resistance and toughness are required on all heavy worn out parts. Typical examples Include:
conveyor screws for palm oil and cement, crusher parts, pulverizing rollers, dipper teeth, bucket lips, earth moving
equipments and hot rolling dies.
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APPLICATIONS:

Remove all welds and clean surface to be welded and use either AC or DC, reverse polarity. Use short arc gap and
deposit a two-layer thickness for optimum results. Cool slowly to prevailing temperature. 

PROCEDURE

Alloy Typo ..............................................................  Extra Hard Carbon - Chrome - Vanadium - Moly
Composition............................................................  C=4.1, Cr=28.18, Mo=2.5, Mn=0.71, V=0.81, Si=1.48
Abrassion Resistance .............................................  Excellent
Corrosion Resistence .............................................  Excellent 
Heat Resistance .....................................................  Up to 650 C
Impact .....................................................................  Very Good

TECHNICAL DATA:
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welding electrodes

(AWS, DIN = MODIFIED)
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