
OMEGA WRAPPED V-BELT

OMEGA POWER TRANSMISION Co

PT. THETAINDO PRIMA KENCANA
Jl. Sei Bengai No. 15, Sei Sikambing D, Kec. Medan Petisah, 

Kota Medan, Sumatera Utara 20111
(+6261) 8881 4038 thetaindo.primakencana@yahoo.com



OMEGA WRAPPED V-BELT

OMEGA
Wrapped V-Belt

Our company takes the lead in successfully developing new generation enhanced type oil proof 
triangular belt. Different from the technology triangular belt, it is manufactured using the technology 
of raw edgev-belt. Its principal part is made of oil proof and best heat resistance, compound rubber, 
and the framework is made of special POLYESTER STIFF CORD.
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No. Name Function Material

1   Outside Fabric          Protect the lining tensile member                                                      Polyester Cotton Canvas
2   Tensile Member        Core material to pass the dynamic force                                          Polyester Wire 
3   Top Rubber               Maintain the top shape of the adhesive tape                             NR, CR, SBR
4   Bottom Rubber         Support and protect the adhesive force of the tensile member         NR, CR, SBR
5   Bottom Rubber         Maintain the bottom shape of the adhesive tape     NR, CR, SBR

NR        : NATURAL RUBBER

CR        : CHLOROPRENE RUBBER

SBR      : STYNE BUTADIENE RUBBER

Feature

1. The wrapper protects the inner layer, strong durability.
2. Special core rubber used, small elongation and long service life.
3. Excellent heat-resistance, oil-proof, and wearing resistance.
4. Prevent the generation of the static and keep safe use.
5. Small friction coeffion coefficient and large transmission effect during operation.
6. Less noise during operation. 

Structure



OMEGA WRAPPED V-BELT

Wrapped V-Belt with Polyester Stiff Cord (inchi)
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OMEGA WRAPPED V-BELT

Wrapped V-Belt with Polyester Stiff Cord (inchi)
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OMEGA WRAPPED V-BELT

MAINTENANCE OF WRAPPED V-BELTS

1. General Instructions

(1) Check the pulley for 
      alignment.Incorrect 
      alignment may result
      in the short belt life.

(2) Check the metals and
      bearing of pulleys for
      periode oiling.

(3) Check the pulley
      grooves to be sure
      they are all equal in 
      dimensions.

(4) Check the pulley for
      wear and remove any
      rust, dirt or grease
      causing the belt wear.

(5) Airtight cover may
     shorten the belt life
     because it prevents
     heat radiatio. Keep
     proper ventilation.

2. Installation

(1) Locate the belt by
     moving the motor

(2) Do not use a leaver to
     force the belt onto the 
     pulleys.

(3) Locate the belt first
     on the drive pulley.

(4) After a few days
     running the belt.
     readjust take-up if
     necessary.

3. Storage Storage belts in shelves or hang belts on racks where dark and cool

(5) Avoid the combined
     used of new and used
     belts in a set that may
     shorten the belt life
     due to unbalanced
     stretch of belts.
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