
ZIETA 308 - A lime titania type stainless electrode with excellent weldability, which gives an extra
low carbon 20% Cr and 10% Ni austenitic weld deposits. Widely used for welding and lining of
tanks, pipings and other equipment used in pharmaceuticals. (Available in 308-L)

1.

ZIETA 309 - An exceptionally tough all-position electrode with a coating designed especially to
produce a soft smooth arc with minimum spatter performance, deposits are free from porosity and
have high tensile, ductility, and elongation with excellent corrosion and heat resistance. Ideal for
joining and build-up on shafts, cams, tool steels, high carbon and manganese steels. Best
recomended also as buffer layer prior to hardfacing. (Available in 309-MO)

2.

ZIETA 310-A high temperature all position electrode for joining and build-up of heat resistant Cr-Ni
steel of the same kind. Scale resistant up to 1,200  C. Best suitable for welding valves, cast steels,
storage tanks, boiler pipes, galvanizing kettle, furnace linings and steels of high hardening
properties such as 13% Cr steel, Cr-Mo steel etc.

3.

ZIETA 312 - A superior all pupose welding electrode possessing a unique coating and special alloy
core wire that produces a homogeneous, porous-free, machinable weld deposit, deposits are dense
and smooth, crack resistance and resistance to corrosion and heat. Use for joining cracked die
sections, shafts and keyways, gear tooth build-up. For difficulty to weld steels such as high carbon
steels, alloy steels and tool steels. Also best recommended for spring joining, hot and cold shears,
tap extraction and drill shank. 

4.

ZIETA 316 - A lime titania stainless electrode designed for welding austenitic Cr/Ni corrosion
resisting steels. Weld deposits contain 2-3% molybdenum. Used for welding AISI 316, underlying
for surfacing mild steel, also used in welding of tanks and pipes exposed to non-oxidizing acids
such as sulphuric acids welding parts subjected to creep abrasion Equipments used in chemical
and food industries, petro chemicals and pharmaceuticals. (Available in 316L).

5.
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ZIETA 30 - An all  position crack-free type electrode designed for hard facing, with good weldability
and good machining properties. Weld deposits is tough, dense, flawless with high compressive
strength that can provide ample support for hand facing overlays. Build-up of carbon steels and low
alloy steels, heavy equipments parts industrial machineries, rebuilding of shafts, sprockets and
rollers, very idea for under base of hard facing alloys. Also used at times as final overlay on parts
that must be machined. Hardness 28-30 HRC.

1.

ZIETA 50 - The balance composition type of electrodes that produces stable hardness and
toughness, designed for inter metallic abrasion and soil abrasion, bonds readily to carbon and low
allow steels. Weld deposit is tough, dense with high compressive strength. In general, ZIETA 50
deposit is machinable. Its hardness increases by quenching after machining. Hardness 47-50 HRC. 

2.

ZIETA 60 - The most economical hard facing Electrode specially formulated to combat impact,
abrasion, hot wear and corrosion resistance acids. Specially designed for impact and abrasion,
deposits in touch, dense and can withstand shock loading. Special chemistry provides a tough alloy
that resist heat and wear, and maintains a high hardness. For repair or overlay on new or worn parts
where a high resistance to impact and abrasion are required, such as bulldozer links, crusher jaws,
bucket lips, hammer mills, shot and sand blast equipment. Hardness 58-60 HRC. 

3.

ZIETA 60 W - A superior type of electrode depositing weld metal of typical martensite structure
which has stable hardness and toughness. Recommended for rebuilding and hard facing tractor
rollers and idlers, arch wheels, shovel rollers, drive tumblers, rebuilding of gear tooth, and similar
involving abrasion and impact wear. Hardness 52-56 HRC. 

4.

ZIETA 60Cr - The most economical Hard facing Electrode specially formulated to combat impact,
abrasion, hot wear and corrosion resistance specially fatty acids. Good weldability and appearance,
deposits are sound and dense with easy slag removal. Best recommended for coconut expellers,
palm oil screws, expellers transport conveyors for minerals, cement, chemicals, feed mills and other
cereal mills. Very effective also for hardfaced cane knives cutter, crusher jaw, sand slides and earth
moving equipment parts. Hardness 60-61 HRC. 

5.

ZIETA 60 HCr - A special formulation of high carbon chromium with vanadium plus molybdenum
made to resists severe abrasion and impact. This special chemistry provides a tough alloy that
resists heat and wear and maintains a high hardness, Can be used up to 3 layers without cracking;
lesser co-efficient of friction. Best recommended for palm oils screws, expeller transport conveyors
for minerals, cement, chemicals, feed mills, scrapers, bucket tooth, jaw crusher, shot and sand blast
equipment, dredging equipment and other cereal mills. Hardness 60-62 HRC. 

6.

ZIETA  M 15 - A Specially formulated type of hardfacing electrodes with more than 15 % of
manganese. It contains special elements which make itself very ideal for food processing
equipment. Formulated to withstand both impact and violent shocks. Hardness 32-38 HRC. 

7.
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ZIETA 11 -  Specially coated low hydrogen electrode for welding of dirty, oil soaked chemically
soaked, oxidized, rusty and burnt cast irons where deep penetration is desired, it can penetrate
deep into the sub-surface of the deteriorated layer to find anchorage on the base metal. The weld
deposit is hard and is used where machining of the weld is unnecessary. Very ideal for burnt cast
iron parts like exhaust manifold, turbo charger casings, cylinder heads, engine blocks, furnace
doors and ladels. Repairs of casting defects like blow holes, pim holes and poure shorts. 

1.

ZIETA 55 - A superior electrode with a coating developed to produce porous - free weld deposits
that are machinable. Use when high strength crack-free welds are required on all Cast iron
mintanance applications, including motor housings, gears, sprockets, ladels, flasks and
transmission housings. Use for all repair and joining welds on gray, malleable and nodular cast iron
and their joining to steel alloys. 

2.

 ZIETA 99 - An excellent all position electrode specially developed for welding cast iron with the
minimum heat input to provide machinable welds in fusion areas. The pure nickel core wire of ZIETA
99 assures low temperature with a minimum penetration to minimize metal dilution. No preheating or
post heating are necessary. Arc drive is very strong and thereby penetrates all surface
contaminants. Outstanding wetting and bonding on poor quality and oily castings. The deposit is
free from porosity, has the highest resistance to cracking, and full machinable. 

3.
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Exclusive Distributor for Indonesia :
PT. THETAINDO PRIMA KENCANA

ZIETA Distributor :
         PEKANBARU : CV. THETAINDO KENCANA              JAMBI : CV THETA MITRA LESTARI 
         PALEMBANG : CV. THETA INDO LESTARI               PONTIANAK : PT. KARYA INTI ABADI    

SAMPIT : PT.INTITERA PRIMA ABADI


